S,
EZY SERIES

General
Self-contained, wall hung electric refrigerated water cooler.

All models have a hooded bubbler with Easy-Touch Controls that
require less than 13 Newtons of force to activate. Patented valve
| with built-in flow regulator provides constant flow with pressures
between 140kPa & 720kPa.

Non-pressurized stainless steel cooling tank is standard.
Non-pressurized water tank is located after bubbler valve, so that
tank is subject to line pressure only when Easy-Touch Control is
pressed.

Options:

C30030 Ezy Single, Touch Controls

C30130 Ezy Single, Sensor Operated

-S to specify Stainless Steel Shroud [eg C30030-S]

-G to specify Glass Filler [requires factory preparation]
Capacity

MODEL C30030 SHOWN Capacities are based on providing drinking water at 10°C from an
inlet temperature of 27°C and ambient temperature of 32°C.
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Cooling System

Motor Compressor: Hermetically sealed, reciprocating type, 240 VAC, 50-60 Hertz single phase. Sealed in lifetime oil supply.
Equipped with electric cord and three prong moulded rubber plug.

Condenser: Fan cooled, copper tube with aluminium fins. Fan motor is permanently lubricated.

Cooling Unit: Combination tube-tank type. Self-cleansing. Tube portion is continuous coil of copper tubing. Tank is stainless
steel. Fully insulated with EPS [self-extinguishing] foam..

Refrigerant Control: Refrigerant HFC-134a is controlled by accurately calibrated capillary tube for trouble-free operation.
Temperature Control: Enclosed adjustable thermostat is factory pre-set. Requires no adjustment other than for altitude
requirements. Easily accessible.

Construction

Frame: Galvanised structural steel chassis supports refrigeration system and fastens to wall. Provides increased structural
integrity and rigidity to cooler. Ensure wall construction is suitable to support the unit. Fixings by others.

Stainless Steel Basin: One piece polished to a uniform satin finish. Basin has integral drain grid, embossed bubbler pad. No
exposed fasteners.

Flexi-Guard® Safety Bubbler: Flexes on impact to help prevent accidental injuries. Keyed into position to prevent rotation.
Anti-sweat. Meets UL requirements.

Upper Shroud: Contoured shock-absorbing, provides additional protection against accidental injury. No exposed fasteners.
Lower Shroud: One

piece easy to remove and 466mm |
replace. Allows access to FRONT VIEW SIDE VIEW
internal components from 29mm 29mm
three sides. 6mm DIA. 6 HOLES - 162mm | 162mm | 483mm ‘
Warranty: 12 months 5tmm ﬂ HANGER:
from date of purchase. aomm DIA 3 {
IPS WASTE X (]
RECOMMENDED WATER - T _ ————
SUPPLY LOCATION 10mm 1 ! =
DIA. STUB 38mm = J
OUT FROM WALL \ Pt F— 205mm
D1 835mm N3
Dl
Important: Installation instructions ELECTRICAL SUPPLY — ~_~_\ ] ;E %REIEE{E
and current rough-in details should 3 WIRE RECESSED BOX ; i
be furnished with each fixture. Do i 32mm TRAP
not rough in wi_thout g:ertified ) Lt ! 732mm
dimensions. Dimensions are subject 556mm t 798mm
to manufacturer’s tolerance of ) 5 tmm HEIGHT N
+-10mm. immDIA.  —] 686mm 150mm
BOLT HOLES FOR 483mm 98mm ADA Requirement N
FASTENING UNIT
TO WALL 443mm 146mm 354mm 318mm
178mm —— 178mm '\
l ) l FLOOR LINE l
NN N N ~ N ~ N NN N

As improvements in the design and performance of RBA products are continuous, specifications may be subject to change without notice.
The illustrations and descriptions herein are applicable to production as of the date of this Technical Data Sheet. Revised 10/08 Printed in Australia
© 2008 by RBA Group Pty Ltd TD/Model C300/1008

SYDNEY « MELBOURNE * BRISBANE
Phone: 1300 788 778 ¢ Fax: 1300 788 878 ¢ info@rba.com.au ¢ www.rba.com.au
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